
I. Brief Introduction(panel operation)

PROGRAMMING INSTRUCTIONS
1. Navigation
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Fig﹒1：Touch key function description

“ MIN ”radio frequency searching -up / Minute set “ ”System ON/ OFF

“ HOUR ”Frequency down- searching/ Hour “ ”Radio & CD Input ON/ OFF

“ VOL+ ”Audio Volume up “ ”Blower ON/ OFF

“ VOL- ”Audio Volume down “ ”Underwater Light ON/ OFF

“ CF/

MEM

”Radio memory/ Temperature Mode Shift “ ” pump 1 ON/ OFF

“ ” Radio searching / screen Lock “ ” pump 1 ON/ OFF

“ ” Ozone ON/OFF “ ” circulation pump 3 ON/ OFF

“ HEAT ” Preheat setting & Heater ON/ OFF “ TEMP ” Temperature setting

“ SET ”Shift of Circulation or Preheat setting “ ”Clock setting ON/OFF

2. Function Summary
（1） Temperature，preheat seting。
（2）Time seting ( 24 hours model)。
（3）Circulation cleaning。
（4）CD input soket。radio frequency search, can storage 10 channels in memory。
（5）Sound volume adjustment。
（6）ozone and underwater light。
（7）water frozen preventing function。
（8） memory for all setting in case of power loss。
（9）Fahrenheit & Celsiur temperature switch function。
（10）Three pumps，the PUMP3 is circulation pump，One blower。
（11）screen lock function。
（12）110-120VAC or 220-240VAC，/ Single-Phase or Three Phase for options。



（13）Selection one AC power output when “CD” is working，This is using for DVD or TV。
（14）Maximum electrical current limitation function.

3. Operations
(1)When first when you connect the power，the backlight will bright of halt， and the LCD will show

the present time and temperature。

Priming model,in this model you can not start the pumps

After you press ,then the system to be actived:

Fig﹒3：Active status, normal temperature.

(2) if the sensor is loosed or not to be connected ,or short circuit。the screen will show “E1”

Fig﹒ 4：Sensor open circuit or short circuit
When the sensor open circuit or short circuit ,the pump1,pump2 ,blower and heater will stop operate,
prevent overheating.

(2) HOW TO LOCK THE SCREEN ：

The lock function LOCKED will be effective:

1) no operation on the keys more than 30 minutes；it will appear automactically.

2) When the system on “ Priming model “ status, press the button” ”



In this situtation, press “LOCK” the make this function effective.

(2.1) How to delete the LOCK?

In the status of Locked， press the button“ ”twice， the LOCKED will be deleted。

(3) Time setting：

In "PRIMING MODE"status， pressing“ ” can start time setting。Signal of“：”

doesn’t flash but Minute and Hour flash at this time。It will add 1 hour when pressing “ HOUR ” each
time，accordancely, set the hour range 0~23。

In the status of time setting，It will add 1 minute when pressing “ MIN ”each time，accordancely,
set range of the minute 0~59。

When finished the setting, wait for 6 seconds, the system will confirm the time setting.

Or press the the confirm the setting。

(4) Circulation-cleaning settings：

Circulation-cleaning only works one time every day, See following Fig﹒ 5-6。

Fig﹒5:Circulation-cleaning off Fig. Circulation-cleaning on

Circulation-cleaning setting must be in the"PRIMING MODE" status and the LCD display “---”。



When everything is setting well，Press “ ”，the system will quit the Circulation-cleaning setting
status with save。

*** Notice ***
1、all setting of Circulation-cleaning must be in Waitting mode status。
2、 Circulation PUMP and OZONE are not working while all setting time。



(5) Pre-heating setting：
Pre-heating setting can work in one period each day。 for example, you can set the

preheating time from 9 colock to 12 colock, but you can not preset: both 9-12 colock and 14-16 colock;
See the figures of pre-heating setting status are ON or OFF。

ON OFF

Fig﹒7：Pre-heat ON Fig﹒8：Pre-heat OFF

Pre-heating setting is in the"PRIMING MODE" status and the LCD display “- - -”。

1、 Press“
HEAT

”， and enter to Pre-heating setting status，“ON” of the LCD display，The
“PREHEAT”mark is flashed，In the same time，The Preheat start time setting is oning。Press

“
HEAT
”again，to quit The Preheat setting.。



2).when you press “
SET

” the sysem has confirmed the preheat time setting, in the meantime have
change to the temperature setting model:




